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0.01˚ or 0.175mm/M
High Resolution

Single Axis Dual Axis Vibrometer PC Sync

2- AXIS2- AXIS
High Precision
High Precision

High Precision 0.001˚ (18µm/M) (3.6 arcsec. ) or  0.01˚ (175µm/M)  
Resolution angular measurement 

2-Axis (X-Y) colour graphic display of angle & vibration

Real-Time digital & analog display for angles monitoring & 
analysis

Built-in Vibrometer for Real-Time vibration monitoring & analysis

“Plug & Play” USB links to computer for remote data acquisition 
& logging measurement

Integrated with intelligence user self-calibration feature

PC Sync Software for data acquisition, monitoring & logging

Cambridge Ventura, England (UK)Designed by

DWL 3000XY Series

-Axis High Precision
 Digital  Machinist Level
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Wireless Bluetooth (Industrial class 1) connectivity (≤ 30 Meter) 
(Optional)

Scan QR code 
or visit

 www.digipas.com

0.01˚ or 175µm/M

Resolution
0.001˚ or 18µm/M

® Registered Design

Authorised Retailer

Digi-Pas®

A division of                     Group of companies

ISO 9001:2000 ISO 14001:2000 OHSAS 18001:2007

Product of Singapore

Products tested & calibrated by TÜV SÜD & SGS to comply 
with :

And Manufactured under ISO Quality 
Standards:
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